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Produktbeschreibung

Der Schutzleiteranschlusswinkel 8AWR bezieht Gera-
teeinbaukanale, Installationssdulen und Unterflur-Ka-
nalsysteme in die SchutzmaBnahme mit ein.
n (1) Schutzleiteranschlusswinkel 8AWR

@ Schutzleiteranschlussschraube

(3 Klemmblech

® Befestigungsschraube

Produkt montieren

A WARNUNG
Lebensgefahr durch elektrischen Schiag!
Spannungsfihrende Bauteile!
Elektroinstallationsarbeiten dirfen nur durch eine
Elektrofachkraft durchgefiihrt werden.

ﬂ Schutzleitung anschlieBen:
1. Schutzleitung abisolieren und zwischen Klemm-
blech (3 und Schutzleiteranschlusswinkel (1) positi-
onieren.
2. Schutzleiteranschlussschraube (2) anziehen
(Drehmoment 1,2 Nm).

FA schutzleiteranschlusswinkel 8AWR (1) montieren
(bei Kanaltyp Rapid 80 GS):
1. Schutzleiteranschlusswinkel (1) auf die Befesti-
gungslasche schieben.
2. Schutzleiteranschlusswinkel (1) um 90° drehen.
3. Befestigungsschraube (4 anziehen (Drehmo-
ment: 1,2 Nm).

m Schutzleiteranschlusswinkel 8AWR (1) montieren
(bei Kanaltyp Rapid 80 GA, Rapid 45 GA, Rapid
IBIS, GAD und ISS):

Hinweis:

Die Position der Befestigungsspur kann je nach
Kanaltyp abweichen. Die Befestigungsspur kann
anhand der inneren QuerschnittmalBe von 1,6 x 11
mm eindeutig bestimmt werden.

1. Schutzleiteranschlusswinkel (1) in die Befesti-
gungsspur (1,6 x 11 mm) schieben.
2. Befestigungsschraube (4) anziehen (Drehmo-
ment 1,2 Nm).

@ Schutzleiteranschlusswinkel 8AWR (1) montieren
(bei AIK und OKA-G/W):
1. Schutzleiteranschlusswinkel (1) in der Befesti-
gungsspur (1,6 x 11 mm) montieren (siehe Abbil-
dung:ﬁ).
2. Schutzleiteranschlusswinkel @ in der Boden-
Enne (1,6 x 11 mm) montieren (siehe Abbildung:

).

3. Schutzleiteranschlusswinkel (1) in der Boden-
wanne untereinander verbinden.

B Schutzleiteranschlusswinkel 8AWR (1) montieren
(bei UZD/UGD):
1. Befestigungslasche mit einem Schraubendreher
nach oben biegen.

2. Schutzleiteranschlusswinkel (1) auf die Befesti-
gungslasche schieben.
3. Befestigungsschraube (@ anziehen (Drehmo-
ment: 1,2 Nm).

m Schutzleiteranschlusswinkel 8AWR (1) montieren
(bei OKB):
1. Schutzleiteranschlusswinkel (D) in die Befesti-
gungslasche schieben.
2. Befestigungsschraube (@) anziehen. (Drehmo-
ment: 1,2 Nm)
3. Schutzleiteranschlusswinkel (1) mit Kanaldeckel
verbinden. Kabelschuh mit entsprechendem
Werkzeug am Kanaldeckel festschrauben und
eine leitende Verbindung herstellen.
4. Schutzleiteranschlusswinkel (1) in der Boden-
wanne untereinander verbinden.

Produkt entsorgen

Ortliche Miillentsorgungsvorschriften beachten.
— Elektronische Teile als Elektronikschrott
— Verpackung wie Hausmiill

N _ \letallteile wie Altmetall
Technische Daten

Schutzleiteranschlusswinkel BAWR
Lange x Breite x H6he 20x 11,5x 15 mm
Klemmbereich 2x1,5-4 mm?

EN

Product description

The protective conductor connection bracket 8AWR
includes device installation trunking, service poles and
underfloor trunking systems in the protective measure.

n () Protective conductor connection bracket 8 AWR
(2) Protective conductor connection screw
(3 Clamping plate
(@) Fastening screw

Mounting the product
A WARNING

Danger to life from electrical current!
Energised components!

Only trained electrical specialists may carry out
electrical installation work.

1 Connecting the protection cable:
1. Strip the protection cable and position it bet-
ween the clamping plate % and protective con-
ductor connection bracket (1).
2. Tighten the protective conductor connection
screw (2) (torque 1.2 Nm).
m Mount the protective conductor connection bra-
cket BAWR (1) (for trunking type Rapid 80 GS):
1. Push the protective conductor connection bra-
cket () onto the fastening strap.
2. Turn the protective conductor connection bra-
cket (1) through 90°.
3. Tighten the fastening screw (4) (torque: 1.2 Nm).
m Mount the protective conductor connection bra-
cket 8BAWR (1) (for trunking types Rapid 80 GA,
Rapid 45 GA, Rapid IBIS, GAD and ISS):

cket (1) onto the fastening strap.
3. Tighten the fastening screw (@) (torque: 1.2 Nm).

E¥ Mounting the protective conductor connection bra-

cket 8AWR (1) (for OKB):

1. Push the protective conductor connection bra-
cket (D into the fastening strap.

2. Tighten the fastening screw (4). (Torque: 1.2 Nm)
3. Connect the protective conductor connection
bracket (D) with the duct cover. Using an appropria-
te tool, screw the cable shoe to the duct cover and
create a conductive connection.

4. Interconnect the protective conductor connecti-
on brackets () in the floor trough.

Disposing of the product

Comply with the local waste disposal regulations
— Electronic components as electronic waste
— Packaging as household waste

mmmm - Metallic parts as scrap metal.
Technical data

Protective conductor connection bracket 8AWR

Length x width x height |20 x 11.5 x 15 mm

Clamping range 2x1.5-4 mm?

Note:

The position of the fastening track may deviate,
depending on the trunking type. The fastening
track can be clearly determined using the inner
cross-section dimensions of 1.6 x 11 mm.

1. Push the protective conductor connection bra-
cket (D) into the fastening track (1.6 x 11 mm).
2. Tighten the fastening screw (4) (torque: 1.2 Nm).
E¥ Mounting the protective conductor connection bra-
cket BAWR (1) (for AIK and OKA-G/W):
1. Mount the protective conductor connection bra-
cket (@) in the fastening track (1.6 x 11 mm) (see
figure: ETJ).
2. Mount the protective conductor connection bra-
ckeéD in the floor trough (1.6 x 11 mm) (see figu-
re: E&l).
3. Interconnect the protective conductor connecti-
on brackets (1) in the floor trough.
E¥] Mounting the protective conductor connection bra-
cket BAWR (1) (for UZD/UGD):
1. Using a screwdriver, turn upwards the fastening
strap.
2. Push the protective conductor connection bra-



